COMMERCIALLY-AVAILABLE INDUCED POLARIZATION (IP) EQUIPMENT 2021

Compiled by P.G. Killeen, 9759 Hwy 509, Ompah, ON KOH 2J0 31/May//2021)
Manufacturer (TD=Time Domain FD=Fre Cvcling Time or Frequenc Trans- Transmitter Power Trans- Receiver Microprocessor
(Country) . _ _ a- Transmitter yeling 9 y mitted Source (MG=Motor . Model No. Sensitivity or Voltage Controlled/Data Memory Receiver
Domain ¢ =Phase S=Spectral) mitter .
Model No. Power Generator) Weight Accuracy Range Weight
GEPARD-4
(4ch) Intuiti 7 kg with
. ntuitive GUI/SD Card up to .
DC - 50kHz, 50% & 100% duty 0.1uV / 1% typical | 0.1uV to 10V internal
TD, FD, ¢ IP & SIP AT-100 100 W 12V battery 4 kg GE(PBAE)D-S 128Gb battery
C
GEPARD-4 7 kg with
(4ch) internal
_ o, o, 0.1pV / 1% typical Intuitive GUI/SD Card up to battery
TD, FD, ¢ IP & SIP KR-10 DC - 50kHz, 50% & 100% duty 500 W 12V-60V battery 5kg GEPARD-8 01V 10V | Jo8Gh
(8ch)
GEPARD-4 7 kg with
(4ch) internal
0.1uV / 1% typical Intuitive GUI/SD Card up to battery
™ AT-3000 DC-30Hz, 50% duty 3 kW 12V-150V battery 12 kg GEPARD-8 0AWVIo 10V | Jo8Gh
(8ch)
GEPARD-4 7 kg with
(4ch) internal
o . .
0 AT-3000R DC-30Hz. 50% dut 3 kW 12V-150V batt MG 28 k 0.1uV / 1% typical 0.1V to 10V Intuitive GUI/SD Card up to battery
z, o duty attery, g GEPARD-8 128Gb
(8ch)
GEPARD-4 7 kg with
gi\é?)r;&escijca' (e 0.1pV /1% | | GUI/SD Card il;‘temal
_ o, o, Ap b typica ntuitive ard up to attery
Operations and D, FD, ¢ IP & SIP AT-4000 DC - 50kHz, 50% & 100% duty 4 kW 12V-150V battery, MG 28 kg GEPARD-8 01wVt 10V | oo sh
Services Inc. (8ch)
(Canada)
GEPARD-4 7 kg with
(4ch) internal
. . o, o, 0.1uV / 1% typical Intuitive GUI/SD Card up to battery
D, FD, ¢ IP & SIP KR-30 DC - 50kHz, 50% & 100% duty 37 kW 3-phase MG 35kg GEPARD-8 0.1pV to 10V 128Gb
(8ch)
GEPARD-4 7 kg with
(4ch) internal
0.1uV / 1% typical Intuitive GUI/SD Card up to battery
3-phase MG GEPARD-8 128Gb
- 0, 0,
7D, FD, ¢ IP & SIP KR.75 DC - 50kHz, 50% & 100% duty 75 kW 55 kg (8ch) 0.1uV to 10V
GEPARD-4 7 kg with
(4ch) internal
DC - 50kHz, 50% & 100% duty 0.1V /1% typical | 04uvto 10V | Intuitive GUISD Card up to battery
TD, FD, ¢ IP & SIP KR-175 ’ 175 kW 3-phase MG 205 kg GEPARD-8 ' 128Gb
(8ch)
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Manufacturer . . . . Trans- Transmitter Power Receiver Microprocessor
= = . . h Trans- - .
(Country) Dgrgai-l;:rgzgﬂr:saénszg :Z‘::LI) Transmitter Cycling Time or Frequency mitted Source (MG=Motor mitter Model No. Sensitivity or Voltage Controlled/Data Memory Receiver
P Model No. Power Generator) Weight Accuracy Range Weight
TD & FD VIP 3000 3000 W 45 - 450 Hz 1 phase 16 kg
0,
TD & FD VIP 4000 0.0625 -4 Hz 4000 W 45 - 450 Hz 1 phase 16 kg ELREC 6 ?ygl ar?:zulvrgciy/o 10uV to 10V Yes/2500stations 8 kg
IRIS Instruments
France
( ) TD & FD VIP 5000 5000 W 45-800 Hz 1 or 3 phases 23 kg ELREC 10 | 0-01 mV/V0.6% 10uVto 15V | Yes/3200stations 9kg
typ. accuracy
TD & FD VIP 10000 10000 W 45 - 800 Hz 1 or 3 phases 35 kg
Voltage: +
: +10pV to 15V
TD GRx2-2 Resolution 1 pV, Archer 2 PDA-512Mb RAM
Tx 111-4800V-10A DC 1,2,4,8 and 16 seconds 1800 W 120 V, 50-60 Hz 27 kg channels Accuracy < 0.15% 271;?‘?‘);' Allegro 2 PDA-512Mb RAM 1.6 kg
- +10pV to +15V
GRx8mini-4 or Archer 2 PDA-512Mb RAM
TD Tx 11-4800V-15A DC 1,2,4,8 and 16 seconds 3600 W 240V, 50-60 Hz 32 kg 8 channels i(:\;?\r:\};l Allegro 2 PDA-512Mb RAM 3.1kg
GRx8-32- Chargeability; 1 +10pV to 15V
Archer 2 PDA-512Mb RAM
TD Tx4-4800V-20A DC 1,2,4,8 and 16 seconds 5000 W 240 V, 50-60 Hz 40 kg 8,10,16,24 or pVI:/, Accuracy < for any Allegro 2 PDA-512Mb RAM 7.0 kg
32 channels 0.4% channel
Post-
TD Tx4-4800V-20A DC 1,2,4,8 and 16 seconds 10000 W 240 V, 50-60 Hz 2 x40 kg processing IP
software
TD Tx4-4800V-20A DC 1,2,4,8 and 16 seconds 20000 W 240 V, 50-60 Hz 4 x 40 kg
Instrumentation GDD
Inc. (Canada) ™ EM-IP Tx 1 second on and above 2 X Li lon batteries 4kg
Controller
TD TRM Higher frequencies
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Manufacturer . . . . Trans- Transmitter Power Receiver Microprocessor
(Country) D(TD'.T'me_gzma'nsfg'F":q'l) Transmitter Cycling Time or Frequency mitted Source (MG=Motor -:-r:lat?:r- Model No. Sensitivity or Voltage Controlled/Data Memory | Receiver
omain ¢ =Phase S=Spectra Model No. Power Generator) Weight Accuracy Range Weight
TD: 0.0625 Hz -30 Hz , FD: 12 kg V8
0.125 Hz to 10 kHz 3000 W Battery or any single-phase ! . . Yes/flash memory 512
TD, FD, ¢ IP, SIP, CSAMT T3 TD: 50% FD: 100% duty generator mounted on Multifunction MB (upgradeable) 7 kg
. : backpack Rx.
cycle, external drive optional
5A, 50% duty cycle, 2.7* 2.8 kKW,
microsec max 130 V 12 V batteries in series 10 kg,
40A, 50% duty cycle, 2.7* input, fast mounted on
TD T4 . (24V-72 V)
Phoenix Geophysics microsec turn-off for backpack
(Canada) *loop size dependent EM
operations
TD: Up to 60 A, 0.0625 Hz-30 Any 200-240 V
Hz, 50% commercially available 3-
TD, FD, ¢ IP, SIP & CSAMT TXU-30A FD: 20 A@ 1000V, 0.125 Hz 20 Kw phase generator 50 kg
to 9.6 KHz, 100% external drive optional
TD: Up to 60 A, 0.0625 Hz-30 Any 380 V +10%
Hz, 50% commercially available 3-
TD, FD, ¢ IP, SIP & CSAMT TXU-30B FD:25 A@ 1000V, 0.125 Hz 25 Kw phase generator 50 kg
to 9.6 KHz, 100% external drive optional
IPT-1
75 - 1200V
IPT-1: FD: "A" & "B" Models in 5 steps 3
DC-4Hz mA - 10
Walcer Geophysics Amps
Ltd. TD: "A" Model- 2 sec.on/2 | TX KW10 MG-1, MG-2, MG-6 and IPT-1
IPT-1 & wn MG-12 18 Kg
(Canada) TD & FD sec. off "B" Model - Seconds | 100 - .
TX KW10 - . Variable power TX KW-10
on/ off; in 1,2,4 & 8 seconds 3200V in
400 Hz/3 phase 44 kg
10 steps
TX KW10: 1 sec., 2 sec., 4 0.05-20
sec., 8 sec. Amps
Tested to
10.5 kVA
ZMG-4 ZEN 20 mV Max +- 2.5V | Yes/60 Mhz ARM 3 kg
6 channels processor/channel
Mass Storage; 8
GGT-3 DCto 8 kHz 3 KVA 3 Kw MG 400 Hz 30kg GB/channel
TD&FD ¢ IP & SIP Data Storage; 16
Gbytes/channel
Yes/60 Mhz ARM
ZEN 20 mV Max +- 2.5V | processor/channel 3 kg
Zonge International TD & FD ¢ IP & SIP GGT-10 DC to 8 kHz 10KkvA | D TO&T0OKWMGA00Hz | 50 2 channels pass Storage; 8
Data Storage; 16
Gbhytes/channel
TD&FD ¢ IP & SIP GGT-30 DC to 8 kHz 30 KVA 32 KVA MG 400 Hz 6%5;238 0.03 pv 3‘ Lg\ém 32 i;j'zb‘;?t
93 kg Yes/32 MB/RAM 4 GB/HD ) )




COMMERCIALLY-AVAILABLE INDUCED POLARIZATION (IP) EQUIPMENT 2021

Compiled by P.G. Killeen, 9759 Hwy 509, Ompah, ON KOH 2J0 31/May//2021)
Manufacturer - . _ Cycling Time or Frequency Trans- Transmitter Power Receiver Microprocessor
(TD=Time Domain FD=Freq. . . _ Trans- - .
(Country) Domain ¢ =Phase S=Spectral) Transmitter mitted Source (MG=Motor mitter Model No. Sensitivity or Voltage Controlled/Data Memory Receiver
P Model No. Power Generator) Weight Accuracy Range Weight
DC to 512 kHz . GDP-32 0.1y Vto 32 19 kg incl.
TD & FD NT-20 480 W Batteries 5kg 16 channels 0.03 pv V AGC Yes/32 MB/RAM 4GB HD batt.
Zonge International
TD & FD ZT-30 DC to 512 Hz . GDP-32 0.1pVto 32 19 kg incl.
3.6 Kw Batteries 8 kg 16 channels 0.03 pv V AGC Yes/32 MB/RAM 4GB HD batt.




